
 

TOWED GRID ROLLERS 

Crushing and compaction in a single pass 

Efficient… Rugged… Productive… Broons Towed Grid Rollers 



TOWED GRID ROLLERS 
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5700  4850  1710  
 

www.broons.com 

ph: +61 8 8268 1988 

 

info@broons.com 

fax: +61 8 8268 1576 

B roons Towed Grid Rollers are ideal for crushing and compacting small rock, and other light material on 
road sub-bases.  They crush the rock and rubble in a flat pad or windrow to produce road aggregate, 

and compact it into the pavement in a single pass operation. 
 
Councils and contractors throughout Australia that build and maintain gravel roads consider a Grid Roller to 
be an important plant item in their fleet.  Hundreds of these machines are in use around the Nation and most 
have been remanufactured or delivered new  by Broons. 
 
Broons BH-14 (fixed drawbar) and BH-14H (hydraulically adjustable offset drawbar) Towed Grid Rollers are 
an integral part of the Companyôs class-leading crushing and compaction product range. 
 
A new addition to the Grid Roller range is the enormous BH-26 ñSuper Gridò the largest available in the 
world.  This massive 26 tonne Grid Roller has four self cleaning grid rings to ensure maximum productivity. 
 
Features of the Broons Towed Grid Roller include: 
 
¶ Both the BH-14 and BH-14H Grid Rollers have 1.8 metre compaction width 
¶ Both the BH-14 and BH-14H Grid Rollers have an operating weight (and static weight on the grid rings) 

of 14 tonnes 
¶ The BH-14H has a hydraulically adjustable off-set draw-bar which allows the operator to roll right to the 

edge of the road 
¶ Highly productive and robust machines, designed for tortuous conditions 
¶ Simple to use, easy to maintain 
 
Call now to arrange a trial of the Broons Towed Grid Roller. 
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14000  1800  88  

Broons 

  Towed 

5700  2210  1710  

26000  3600  72     BH-26 

   BH-14 Broons 

   BH-14H    Towed, hydraulic draw-bar 14000  
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