
 

ROCKBUSTER  

Crushes all types of rock 

Powerful..... Portable..... Practical..... Broons Rockbuster 



BROONS ROCKBUSTER 
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Broons BH-1220 6000 

CRUSHING SYSTEM 
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Hammer 1200 600 1000 18 22 4 500 40- 100 

ENGINE & TRANSMISSION 
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DIMENSIONS 
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4930 2695 3735 

 

www.broons.com 

ph: +61 8 8268 1988 

 

info@broons.com 

fax: +61 8 8268 1576 

B roons developed their unique Rockbuster to enable the use of locally sourced materials for  
building roads in remote areas of Australia without the need to haul long distances from a gravel pit. 

The Rockbuster will produce between 100-150m³ per hour of graded crushed aggregate from oversize 
rocks and rubble around 600mm in size. 
 
Driven by a powerful 195kW Caterpillar turbo charged and after cooled diesel engine via  Twin Disc  
3-plate clutch and 26 groove poly v-belt, the Rockbuster uses a hammer mill crushing action generated 
by 18 chrome moly hammers mounted in 4 rows on a heavy duty hammer shaft. The crushing chamber is 
lined with bolt-in replaceable wear plates.   
 
A popular choice with Local Government and Contractors, the Rockbuster has proven itself worldwide in 
Norway, New Zealand, Papua New Guinea, Southern Africa, Canada and of course at home in  
Australia for more than 30 years. 

  
 KEY POINTS 
¶ Operating weight of close to 8.4 tonnes 
¶ Travel speed of up to 1000m per hour 
¶ Will produce 40mm minus from infeed up to 600mm diameter 
¶ Hammers rotate at nearly 200kph which equates to superior crushing ability 
¶ Able to handle a wide range of rock types ï limestone to basalt 
¶ Highly mobile and can be operated by a single person 

¶ Start crushing in under 2 minutes 

¶ Duplicate instruments for mounting in tow tractor 


